Southern California Edison
Circle City and Mira Loma-Jefferson Project A.15-12-007
DATA REQUEST SET A1512007-ED-SCE-15 - Question 8

2017-2026 Chase Substation Load Growth Forecast (All values in MVA)

YEAR| 2016 | 2017 | 2018 | 2019 | 2020 | 2021 2022 | 2023 | 2024 | 2025 | 2026
Base Growth 1.9 3.6 4.2 3.2 3.1 1.3 0.9 0.5 0.5 0.5
Dependable PV -0.2 -0.3 -0.3 -0.3 -0.3 -0.2 -0.2 -0.1 -0.1 -0.1
Energy Efficiency 0.0 0.0 -0.6 -0.6 -0.6 -0.4 -0.3 -0.2 -0.1 -0.1
Electric Vehicle 0.1 0.2 0.2 0.3 0.3 0.3 0.3 0.3 0.3 0.3
Net Load Growth 1.8 3.5 3.5 2.6 25 1.0 0.7 0.5 0.6 0.6
Net Transfers 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Normal Weather Projected Load 116.2 | 118.0 | 121.5 | 125.0 | 1276 | 130.1 | 131.1 | 131.8 | 132.3 | 1329 | 1334
Criteria (1-in-10) Projected Load 129.3 | 133.2 | 137.0 | 139.8 | 142.6 | 143.7 | 1444 | 145.0 | 1456 | 146.3
Maximum Operating Limit 143.2 | 143.2 | 143.2 | 143.2 | 143.2 | 143.2 | 143.2 | 143.2 | 143.2 | 143.2
Reserve 139 [ 100 | 6.2 3.4 0.6 04 T (12 18 [ 24) | 3.0
2017-2026 Corona Substation Load Growth Forecast (All values in MVA)
YEAR| 2016 | 2017 | 2018 | 2019 | 2020 | 2021 2022 | 2023 | 2024 | 2025 | 2026
Base Growth 1.7 3.1 1.7 1.5 1.5 1.0 1.0 0.8 0.9 0.7
Dependable PV -0.3 -0.4 -0.5 -0.5 -0.4 -0.3 -0.3 -0.2 -0.2 -0.1
Energy Efficiency 0.0 0.0 -0.7 -0.7 -0.7 -0.4 -0.3 -0.2 -0.2 -0.1
Electric Vehicle 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Net Load Growth 1.5 2.9 0.7 0.5 0.6 0.5 0.6 0.6 0.7 0.7
Net Transfers -3.1 0.0 0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Normal Weather Projected Load 1339 | 132.3 | 135.2 | 136.5 | 137.0 | 137.6 | 138.1 | 138.6 | 139.2 | 139.9 | 140.6
Criteria (1-in-10) Projected Load 142.6 | 145.7 | 1471 | 147.7 | 148.3 | 148.8 | 1494 | 150.1 | 150.8 | 151.5
Maximum Operating Limit 146.9 | 146.9 | 146.9 | 146.9 | 146.9 | 146.9 | 146.9 | 146.9 | 146.9 | 146.9
Reserve 4.3 1.2 02y o8 T T a9 @5 B2 39 [ 46
2017-2026 Jefferson Substation Load Growth Forecast (All values in MVA)
YEAR| 2016 | 2017 | 2018 | 2019 | 2020 | 2021 2022 | 2023 | 2024 | 2025 | 2026
Base Growth 21 1.9 2.0 1.9 1.9 1.2 1.3 1.3 1.0 1.0
Dependable PV -0.3 -0.3 -0.4 -0.4 -0.3 -0.2 -0.2 -0.2 -0.1 -0.1
Energy Efficiency 0.0 0.0 -0.6 -0.6 -0.6 -0.4 -0.3 -0.2 -0.1 -0.1
Electric Vehicle 0.1 0.2 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.3
Net Load Growth 1.9 1.8 1.3 1.2 1.3 0.9 1.1 1.2 1.1 1.1
Net Transfers 3.1 0.0 -0.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Normal Weather Projected Load 115.6 | 120.6 | 1224 | 123.1 | 1243 | 1256 | 126.5 | 127.5 | 128.8 | 129.9 | 131.0
Criteria (1-in-10) Projected Load 132.2 | 134.2 | 1349 | 136.2 | 137.7 | 138.6 | 139.8 | 1411 | 1424 | 143.6
Maximum Operating Limit 1445 | 1445 | 1445 | 1445 | 1445 | 1445 | 1445 | 1445 | 1445 | 1445
Reserve 12.3 10.3 9.6 8.3 6.8 5.9 4.7 3.4 21 0.9
2017-2026 Electrical Needs Area Load Growth Forecast (All values in MVA)
YEAR| 2016 | 2017 | 2018 | 2019 | 2020 | 2021 2022 | 2023 | 2024 | 2025 | 2026
Net Load Growth 5.2 8.2 5.5 4.3 4.4 2.3 2.3 2.3 24 2.4
Net Transfers 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Normal Weather Projected Load 365.7 | 370.9 | 379.1 | 384.6 | 388.9 | 393.3 | 395.6 | 398.0 | 400.3 | 402.7 | 405.0
Criteria (1-in-10) Projected Load 404.1 | 4131 | 419.1 | 423.8 | 428.6 | 4311 | 433.7 | 436.2 | 438.8 | 4414
Maximum Operating Limit 4346 | 4346 | 4346 | 4346 | 4346 | 4346 | 434.6 | 434.6 | 434.6 | 434.6
Reserve 305 [ 216 [ 155 | 10.8 | 6.0 35 0.9 (16) [ (42) | 6.8)

Page 1of 1




